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(2) Except for the use of system drain
and alternate static pressure valves,
following any opening and closing of
the static pressure system, that system
has been tested and inspected and
found to comply with paragraph (a),
appendices E and F, of part 43 of this
chapter; and

(3) Following installation or mainte-
nance on the automatic pressure alti-
tude reporting system of the ATC
transponder where data correspondence
error could be introduced, the inte-
grated system has been tested, in-
spected, and found to comply with
paragraph (c), appendix E, of part 43 of
this chapter.

(b) The tests required by paragraph
(a) of this section must be conducted
by—

(1) The manufacturer of the airplane,
or helicopter, on which the tests and
inspections are to be performed;

(2) A certificated repair station prop-
erly equipped to perform those func-
tions and holding—

(i) An instrument rating, Class I;

(ii) A limited instrument rating ap-
propriate to the make and model of ap-
pliance to be tested;

(iii) A limited rating appropriate to
the test to be performed;

(iv) An airframe rating appropriate
to the airplane, or helicopter, to be
tested; or

(v) A limited rating for a manufac-
turer issued for the appliance in ac-
cordance with §145.101(b)(4) of this
chapter; or

(3) A certificated mechanic with an
airframe rating (static pressure system
tests and inspections only).

(c) Altimeter and altitude reporting
equipment approved under Technical
Standard Orders are considered to be
tested and inspected as of the date of
their manufacture.

(d) No person may operate an air-
plane, or helicopter, in controlled air-
space under IFR at an altitude above
the maximum altitude at which all al-
timeters and the automatic altitude re-
porting system of that airplane, or hel-
icopter, have been tested.

§91.413 ATC transponder tests and in-
spections.

(a) No persons may use an ATC trans-
ponder that is specified in 91.215(a),

§91.415

121.345(c), 127.123(b), or §135.143(c) of
this chapter unless, within the pre-
ceding 24 calendar months, the ATC
transponder has been tested and in-
spected and found to comply with ap-
pendix F of part 43 of this chapter; and

(b) Following any installation or
maintenance on an ATC transponder
where data correspondence error could
be introduced, the integrated system
has been tested, inspected, and found
to comply with paragraph (c), appendix
E, of part 43 of this chapter.

(c) The tests and inspections speci-
fied in this section must be conducted
by—

(1) A certificated repair station prop-
erly equipped to perform those func-
tions and holding—

(i) A radio rating, Class IlI;

(ii) A limited radio rating appro-
priate to the make and model trans-
ponder to be tested;

(iii) A limited rating appropriate to
the test to be performed;

(iv) A limited rating for a manufac-
turer issued for the transponder in ac-
cordance with §145.101(b)(4) of this
chapter; or

(2) A holder of a continuous air-
worthiness maintenance program as
provided in part 121, 127 or §135.411(a)(2)
of this chapter; or

(3) The manufacturer of the aircraft
on which the transponder to be tested
is installed, if the transponder was in-
stalled by that manufacturer.

§91.415 Changes to aircraft inspection
programs.

(a) Whenever the Administrator finds
that revisions to an approved aircraft
inspection program under §91.409(f)(4)
are necessary for the continued ade-
quacy of the program, the owner or op-
erator shall, after notification by the
Administrator, make any changes in
the program found to be necessary by
the Administrator.

(b) The owner or operator may peti-
tion the Administrator to reconsider
the notice to make any changes in a
program in accordance with paragraph
(a) of this section.

(c) The petition must be filed with
the FAA Flight Standards district of-
fice which requested the change to the
program within 30 days after the cer-
tificate holder receives the notice.
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